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Support function
Service Department
Reliability
Spare parts
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Project support
Technical Department
Special development
Knowledge and know-how
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CONSULTATION
Thorough preparation is
always required prior to
delivery. The advice we give
is the basis of achieving the
best solution. We review
the various elements and
specifications of a project
in close consultation with
the customer, to ensure
that quality is commensurate with requirements,
e.g. for energy-saving,
environmental protection,
efficiency and durability.
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Special manufactured
doors and gates
in stainless steel
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Installation
Handling
Coordination
Commissioning
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Doors and sectional doors
Fire, cold room and
freezers
Special products
Certifications

SPECIAL PRODUCTION
Based on our flexible
standard range, we custom-produce any solution
to meet the customer’s
expectations and requirements to perfection. We
strongly believe in professional craftsmanship,
and produce all elements
ourselves, select the
materials, construct and
test every product before it
leaves the factory.

INSTALLATION
Several of our products are
delivered ready for installation, along with detailed
instructions. But many
special products need our
own highly-skilled fitters to
install them, and to ensure
that each component and
mechanical part is correct
ly fitted and adjusted to
ensure perfect operation.

OPERATION AND
MAINTENANCE
There are a range of
benefits linked to a special
solution from DAN-doors.
One of them is our service
network - the customer’s
guarantee for fast, efficient
assistance. We have a
permanent team of fitters
ready and able to take on
any form of service job.
We fix damage caused by
collision within 24 hours in
Denmark and the rest of
Europe.

The 5 product categories
Cold room

Freezer

Fire

Industry

Custom-made

DAN-doors supplies well-proven cold
room doors and sectional doors
designed to meet strict and specific
requirements for effective insulated
doors. Our products are specially-
designed for the food and beverage
industry, with surfaces able to meet the
strict hygiene standards applied.
Read more about cold rooms on pages
10 – 11.

DAN-doors freezer room doors and
sectional doors are designed to
withstand constant rough treatment.
That’s why we do not provide standard
solutions, but adapt form and function to
meet market expectations for minimised
cold loss and reduction of energy costs.
See pages 12 - 13.

DAN-doors fire doors and sectional
doors have always focused on functionality and user-friendliness – not least
our new range of hinged fire doors,
approved according to the new European
standard EN-16034-1 and test standard
EN-1634-1, giving classification EI260.
They combine quality and high standards of craftsmanship with timeless,
elegant design.
More details on pages 14 – 15.

Durability and strength are the e
 ssence
of our tough constructions, with the
emphasis on reinforcing them as much
as possible, including reinforced corner
and other joints on all models. Industrial
doors also meet a range of specifications within insulation, seal and prevention of dust and noise.
Read more about industrial doors on
pages 16 – 17.

Special commissions represent a growing element of our range, allowing the
customers to optimise a building without
having to think about door and sectional
door solutions. We are often involved
right from the start of a project as consultant, which has been proven to result
in the best possible solutions. When
building special products, we focus hard
on the customer’s requirements and

Sliding fire doors

Hinged freezer doors
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Roller doors

flow through the building. More details
on pages 18 – 19.

Vertical freezer sectional door

Materials
STAINLESS
STEEL

STAINLESS
STEEL

AISI

AISI

304

316

Doors and sectional door solutions
FOOD

SAFE

Stainless steel is our preferred material. We work in stainless
AISI 304 and acid-resistant AISI 316 steels. We can also supply
all our doors in a plastisol-coated steel plate, particularly
suited and approved for the food industry. DAN-doors also
supply polycarbonate and PVC doors to industry in addition to
steel doors and sectional doors.

Cold room
Freezer
Fire
Industry
Custom-made

Certifications
EI²30

EI²60

DS

CERT

DAN-doors supplies hinged fire and sliding doors, BS 60
approved and certified according to DS 1052.2 for both
industry and cold room. DAN-doors also supply a totally new
fire door range, approved according to the new European EN
16034-1 standard, and with the new EI260Køl approval.
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Cold room
DAN-doors sliding and hinged doors for cold rooms are
well-designed and well-proven constructions, that have
demonstrated significant durability and unbeatable strength in
a wide range of cold rooms at home and abroad, fulfilling the
strictest requirements within the food industry on a daily basis.
DAN-doors supply the strongest and most flexible range of
sliding and hinged doors for cold rooms on the market.
All doors and sectional doors are produced to customer-
specific measurements in either 1 or 2 leaved versions.

Project support, installation and maintenance
We want to be part of the project from A-Z, because the complexity
of our products means that doing so is beneficial to all concerned.
The degree of support provided differs from one job to the next, in line
with our products. But our highly competent service network guarantees fast, efficient response during the entire process from installation
through preparation, adjustment and commissioning to operation.
Our products have an extremely long service life of up to 15-20 years
with proper maintenance, and if the worst should happen, we stock a
full range of spare parts and can handle all aspects of service.
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TECHNICAL SPECIFICATIONS:
Door thickness:
60 and 100 mm, reinforced with corner
profiles Insulation material: High-insulation
PIR foam to ensure low energy loss.
Door leaf:
Plastisol-coated, galvanised steel or stainless steel. Easy-to-clean and high hygienic
standard - Foodsafe.
Frame:
1.5 mm stainless steel or 2 mm anodised
aluminium. Frame is always insulated.
Seals:
Food industry-approved rubber. Mounted in
anodised, sealed aluminium profiles.
Kick plates:
Brushed stainless steel, standard heights
300 or 800 mm x door width.
Lock:
Lock can be fitted.
Window:
Standard sizes - 150 x 300 mm,
400 x 600 mm or 500 x 600 mm.

Freezer

DAN-doors supply a range of products for chill rooms, including the roller door above, fitted with heating elements in the
frame leg and boom to keep the door operational at temperatures right down to -35 degrees. Sliding doors for chill rooms
are also a DAN-doors speciality, whether vertical or horizontal,
often installed within the room itself.
Sliding doors consist of elegant design solutions to fulfil
all requirements for user-friendliness, including the use of
heating cables to prevent them freezing up, and they meet
the strictest requirements within the food industry. We supply
the strongest and most flexible range on the market, made to
customer specifications in 1 or 2 leaf versions.
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A safe working environment
DAN-doors automatic doors
are easy to operate – no effort
or awkward movements are
required, ensuring a healthy
working environment. They
are also safe, with emergency
openers fitted on the inside.

TECHNICAL SPECIFICATIONS
Door thickness:
150 mm for temperatures down to -35°C.
Insulation material:
High-insulation PIR foam to ensure low
energy loss.
Door leaf:
Double packing. Plastisol-coated, galvanised
steel or stainless steel. Easy-to-clean and
high hygienic standard - Foodsafe.
Frame:
1.5 mm stainless steel or 2 mm anodised
aluminium.
Frame is always reinforced and insulated.
Rail arrangement:
Robust construction with salt water-resistant, anodised aluminium and nylon rollers.
Roller bracket, stud bolt, lock washer and nut
in stainless steel.
Recess:
Sliding rail-mounted recess blocks and
specially-shaped bottom guide rail with fitting
to ensure the door closes hermetically.
Rollers:
Made in POM nylon. Roller bracket, stud bolt,
lock washer and nut in stainless steel.
Handle:
Strong, curved handle in stainless steel inside
and out, which makes sliding doors easy to
operate.
Heating arrangement:
Supplied with heating cable in door, frame
and bottom rail to prevent the door freezing
up.
Freezing:
Frost doors can be supplied as a freezer
model.
Automation:
Supplied with drive belt or sprocket drive
systems. The drive mechanism is mounted on
the door frame upon delivery, and all wiring
to the door is prepared for connection.
Emergency or pass doors:
Emergency doors measure W 600 x H 1000 mm,
and pass doors W 800 x H 1800 mm.
Kick plates:
Brushed stainless steel, standard heights 
300 or 800 mm x door width.
Lock:
Cylinder lock with emergency opening mechanism in black PEHD plastic and stainless
steel. Heating elements in lock for frost
protection. Padlock fitting with or without
emergency opener, in black PEHD plastic.

Fire

Project support
DAN-doors always provide project
support in close consultation with the
customer, to ensure we arrive at the
solution that best suits requirements.
It can be difficult for sliding fire doors
in particular to identify options and
obtain approvals, but we can always
find the safest and approved solution.

TECHNICAL SPECIFICATIONS
HINGED DOORS
Door thickness:
60 and 62 mm.
Dimensions:
According to customer specifications, although
max. W 1100 x H 2200 for 1 leaf fire doors, and
max. W 2200 x H 2200 for 2 leaf.
Insulation material:
Inorganic material with excellent insulation
properties.
Door leaf:
Plastisol-coated, galvanised or stainless steel
in brushed, circular-polished or pattern-rolled
finish. Easy-to-clean and high hygienic standard - Foodsafe.
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Frame:
1.0 mm (for 60 mm door thickness) and 1.5 mm
(for 62 mm door thickness), stainless steel with
pre-drilled mounting holes, including plugs.
Frame is insulated with inorganic material.
Seals:
Silicon rubber for chill rooms, conforming to
fire requirements and approved for use in the
food industry. Seals can be changed without the
use of tools.
Hinges:
Stainless steel with bronze bushings.
Handle:
Handle and key plate in stainless steel with
bronze mountings. Lock housing with stainless
steel bar supplied prepared for cylinder. Supplied as standard with key plate or key plate for
lock cylinder.

Door closer:
Heavy duty door closer adjusted to the indivi
dual door. Two door closers with sliding door
fitting for synchronous closure of 2-leaved
doors.
Intumescent seal:
Expanding fire paste seal - for chill rooms only.
2-leaf doors:
Supplied with stainless steel espagnolette on
the stationary door leaf.
Supplied with sliding door fitting for synchronous closure of stationary door first, and extra
door closer on the stationary door leaf.
Optional extras:
Stainless steel threshold, canopy for external
doors, cylinder lock and kick plates at heights
of 300 or 800 mm.

DAN-doors supplies hinged doors and sliding fire doors, BS 60
approved and certified according to DS 1052.2 for both industry
and cold room. Door construction, seal profiles and door
closers are specially developed by us to withstand fire for up to 
60 min. Special requirements can be catered for without
problem. We select the materials and custom-build a solution
for each individual situation.

TECHNICAL SPECIFICATIONS
SLIDING DOOR
Door thickness:
65 mm.
Dimensions:
Made according to customer specification,
although max. W 4800 x H 3600 mm.
Insulation material:
Inorganic material with excellent insulation
properties.
Door leaf:
Plastisol-coated, galvanised or stainless steel
in brushed, circular-polished or pattern-rolled
finish. Easy-to-clean and high hygienic standard - Foodsafe.
Frame:
1.0 mm stainless steel with pre-drilled mounting holes with plugs.
Frame is insulated with inorganic material.

Rail arrangement:
Stainless steel – AISI 304.
Rollers:
Stainless steel rollers – AISI 304. Roller bracket, stud bolt, lock washer and nut in stainless
steel - AISI 304.
Handle:
Stainless steel DAN-doors exterior handle, and
stainless steel recessed handle on interior,
making the door easy to operate.
Bottom guide:
Bottom guide rails and stainless steel rollers –
AISI 304. Fittings in AISI 304 stainless steel for
floor mounting.
Counterweight box:
Stainless steel. The counterweight can close
the door leaf from any open position. The door
leaf is braked by a vortex brake mounted on the
roller for large doors.

Fusible link or magnet holder:
A fusible link rated for 70°C or a magnetic hold
open device consisting of a magnet and anchor
plate are supplied.
Optional extras:
Drive belt automation, guide rail guard in same
material as door leaf, padlock fitting with or
without emergency opening device in stainless
steel AISI 30, special counterweight damper,
ABDL control centre consisting of 2 x smoke
detectors and 1 x control unit, including power
supply, emergency door W 600 x 1000 mm or
pass door W 800 x H 1800 mm plus kick plates
300 or 800 mm high.

Industry

Polycarbonate swing doors
DAN-doors polycarbonate swing doors can be used for a
range of purposes, such as in production areas, the food
industry, supermarkets, warehouses etc. Ideal for high
pedestrian and vehicular traffic. Maintenance-free and 
can be supplied with various frame types.

TECHNICAL SPECIFICATIONS
HINGED DOORS
Door thickness:
60 and 62 mm.
Dimensions:
According to customer specifications, although
max. W 1100 x H 2200 for 1 leaf fire doors, and
max. W 2200 x H 2200 for 2 leaf.
Insulation material:
Inorganic material with excellent insulation
properties.
Door leaf:
Plastisol-coated, galvanised or stainless steel
in brushed, circular-polished or pattern-rolled
finish. Easy-to-clean and high hygienic standard - Foodsafe.
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Frame:
1.0 mm (for 60 mm door thickness) and 1.5 mm
(for 62 mm door thickness), stainless steel with
pre-drilled mounting holes, including plugs.
Frame is insulated with inorganic material.
Seals:
Silicon rubber for chill rooms, conforming to
fire requirements and approved for use in the
food industry. Seals can be changed without the
use of tools.
Hinges:
Stainless steel with bronze bushings.
Handle:
Handle and key plate in stainless steel with
bronze mountings. Lock housing with stainless
steel bar supplied prepared for cylinder. Supplied as standard with key plate or key plate for
lock cylinder.

Door closer:
Heavy duty door closer adjusted to the individual
door. Two door closers with sliding door fitting
for synchronous closure of 2-leaved doors.
Intumescent seal:
Expanding fire paste seal - for chill rooms only.
2-leaf doors:
Supplied with stainless steel espagnolette on
the stationary door leaf. Supplied with sliding
door fitting for synchronous closure of statio
nary door first, and extra door closer on the
stationary door leaf.
Optional extras:
Stainless steel threshold, canopy for external
doors, cylinder lock and kick plates at heights
of 300 or 800 mm.

TECHNICAL SPECIFICATIONS
PC DOOR
Door thickness:
5 mm.
Door leaf:
Transparent, impact-resistant polycarbonate.
Reinforcement:
3.0 mm salt water-resistant anodised
aluminium profile on the back edge of the
door leaf. Rubber reinforcement on top of
door leaf.
Frame:
1 mm stainless steel or PVC-coated steel with
pre-drilled mounting holes and plastic plugs.
Hinges:
Made of salt water-resistant anodised
aluminium and stainless steel. Can be
supplied with device to hold door open at 90°.
Sealed hinges (require no lubrication).
Special hinges:
Available with 360° swing hinger and hold
open device for opening around corners.
Anti-collision bars:
In black polyethylene – height 300 mm.
Wear protection:
1.5 mm polycarbonate in black, red, blue,
white or grey.
Standard height 1200 mm, but can be
supplied to order.
Anti-crush protection:
Door leaf available with food industry
approved seal profiles on the back edge.
Electrical automation:
Available with dual-direction opening mechanism.
The system consists of complete unit for
direct installation and connection to
3 x 380V / 50 Hz.

Custom-made

Custom-made doors and sectional doors from DAN-doors
have become a large part of our range. The reason is customer
requirements for customisation of their buildings for specific
requirements. We strive to apply well-proven standards and
solutions combined with tried and trusted procedures and
innovative design. Only a representative sample of our range is
shown here. Go to our website for more details of our specialist skills.

Projektsupport
Uptam et min nimaio.
Nam eos eum ullendit
accab ius, velecatquam
quia ne non eos ne num
ullendit accab ius, velecatquam quia ne non eos
ne nulparciisulparciis
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Why choose DAN-doors?
Complete supplier of custom-made doors and sectional
doors in stainless steel.
Extensive experience and know-how.
We design and produce all our products for a long service life.
Fast delivery and installation.
We keep our promises, and solve any problems.

Our location

Amdi S. Kjærgaard,
Managing Director

Entrepreneurship, professional
competence and commitment have
always been the hallmark of
DAN-doors.
Our competent staff provide our
customers with the best possible
consulting and service – today and
in the future.
Therefore, investment in the
development of our key employees
is part of our strategy, and it is at
the same time your guarantee for a
future-proof solution of the highest
quality.
Amdi S. Kjærgaard

DAN-doors is located in Stilling, near Skanderborg, with a
subsidiary in Sweden and agents in Holland and England.
We are market leaders on our home market, and 50% of
our production is exported, which means that there are
DAN-doors products to be found installed in more than 100
countries all over the world.
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Values
We have defined 6 overall values that form the basis
for DAN-doors’ business. They express everything that
DAN-doors stands for.

Customer-oriented
Quality
Trust and loyalty
Responsibility
Respect and awareness
Consideration and care

“DAN-doors’ values are deeply embedded in our daily
work and guarantee the best results for our customer
every single time.”

Amdi S. Kjærgaard
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Vision

Mission

We will develop door and sectional door
products that meet the requirements
of the future for safe, efficient and
sustainable production.

We contribute to the production of
sustainable quality products for
the consumers of the world.

Tel. +45 87 93 87 00
dd@dan-doors.dk
www.dan-doors.com

johnsen.dk

DAN-doors a-s
Industrivej 19
DK-8660 Skanderborg

